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Technical Data

DEVELOPMENT TOOLS

Technical Data
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EVAPORATIVE TOWER

- Supply: 24Vdc , 48Vdc ; 12W
- Operating temperature:  0 ÷ 60 °C 

- Cpu configuration:  
! 16 bit microcontroller
! realtime clock lithium battery backup
! 40K data ram 
! 512K flash Eprom, 2K EEProm 
!Multitask realtime operating system

- Serial I/O interface:  RS-232, RS-485, Can Bus V2  
- Analog inputs:  5 (Ntc, mA, V), 10 bit 
- Analog outputs: 4  Pwm
- Digital inputs: 8
- Relay outputs: 7

- Other features:  
! I/O Expandable by Can Bus serial I/O

Variables 
trend

IEC 61131 

Operator Panel
Remote interface

I/o expandable

HVAC PLC

REMOTE PANEL (Optional)
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Collegamento al
pannello remoto
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CONNESSIONI
(Connection diagram)

Alimentazione
Mains supply

Uscite a relè
Relays outputs

Ingressi analogici (Analog inputs)
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Ingressi digitali
Digital inputs

Porta seriale RS 232
Serial port RS 232

Porta seriale CAN BUS
Serial port CAN BUS

Vista relè a riposo
View relays de-energized

Modello (Device type):  CD-747
Codice (Code): 801GC0__
Matricola (Serial Number):
_____________________

Alimentazione (Supply Voltage):
20 

 

÷ 70 Vdc (Nominale 24÷48 Vdc)
Potenza Assorbita (Power):8 W
Ingressi Digitali (Digital Inputs):
7 insuled, 1500V Vin 20 ÷ 70 Vdc
Uscite (Outputs):
7 relè, (4 SPDT) 250 Vac @ 5 A (cosϕ=1)
2 PWM ttl Level

C
o

m
U

R
_

1
U

R
_

2
U

R
_

3

U
R

_
4

U
R

_
5

C
o

m

U
R

_
6

C
o

m
U

R
_

7

C
o

m
4

9
5

0
5

1
5

2
5

3
5

4
5

5
5

6
5

7
5

8
5

9
6

0

1
6

1
7

1
8

1
9

2
0

2
1

2
2

2
3

2
4

IA
_

1
C

o
m

IA
_

2
IA

_
3

C
o

m
IA

_
4

IA
_

5+
5

V 0

Ably S.r.l. Bologna  (Italy)
Tel:+39 051 860064  Fax:+39 051 860074
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dim.: L 96 x H 96 x D 30 (mm) 

POCKET PC 
(Optional)

EXPANSION MODULES

- Program 
- Up/ Download  
- Acquisition trends
- Plant tests

IRDA serial I/O 

IEC 61131 Workbench for Windows**  
platform  (98/Me/NT/2000/XP). 
It consists of:
-ISaGraf* for programming, debugging 
and documenting all PLC functions in 
conformity with IEC 61131 standard. 
- O-PALC  ISaGraf  EXTENSION
Additional program for the operative 
panel management
It makes the applicative libraries 
available with its source code 
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