
Electronic devices since 1984

- Other Type / range 
    available on request

1    2    3

4    5     6

Din rail soket 

FASTON

10
7

3
5 1

-10

35
5020

5

H
Y
S

°C

°C S
E
T

ON

ON

OFF

4

1

5

2

6

3

(green)

(red)

COOL

HYS

HYS

OFF

HEAT

H
C

OFF

TMP-50

Supply
24Vdc

Set Point
Trimmer

Status
Bi-color led

Hysteresis
Trimmer

Probe
Input

Relay
Output

SECTABLE Heat / Cooling 
THERMOSTAT    TMP-50 

- Set Point and Hysteresys 
   sectable

- Heat /Cooling control 
  sectable

- 5A@230Vac SPDT output relay

- low dimension L22,5, D86,H90 mm 
   Din rail mountig

-Hight EMC IMMUNITY tested

- 24Vdc (19÷36Vdc); 0,5 W supply 
   (reversal polarity protected)

- 2/3 wires Pt100 range -10°C÷50°C

Input probe available types:

- Ntc 10K range -10°C÷50°C

Dual-colour status Led for ...

... PROBE FAILURE diagnosys 

... OUTPUT status monitoring 

FRONT PANEL
Applications

Alarm detector Process control



Ably s.r.l. 40050 Funo di Argelato (Bologna) ITALY 
 Via de’ Giudei 41/43

Tel: +39 (051) 860064; Fax: +39 (051) 860074 
 

web: http://www.ably.it 
 e-mail: ably@ably.it

SELECTABLE CONTROL MODE 
 Heating or Cooling control selected by internal jumper 

ORDERING CODE:

Avaliable Probes

Internal board din rail mounting,TMP-50 Thermostat dimensions. h 90x L 22,5 X depth 80 mm 
equiped whith:
- Heat Cool jumper selectable
- Set point selectable range (-10°C to 50°C)  and selectable Hysteresis range (1°C÷10°C).
- SPDT Relay output 5A @ 230Vac resistive load
- Supply 24Vdc +/- 20%

- Acquiring Pt100 2/3 wires probe____________________________Code: 802H0000

Same as above but

- Acquiring NTC 10K probe________________________________Code: 802H0100
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TMP-50 acquires the temperature probe, 
(Pt100 2 or 3 wires), (Ntc),  compares the 
value with the set point and actives the 
relay output contact (ON) as per regulation 
mode selected. See figures above

OPERATING MODEWIRING DIAGRAM
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PART NUMBERS

TMP-50 code

802H0000

802H0100

Probe type

Pt100 2/3 wires

Ntc 10Khom at 25°C

Range
 -50°C ÷ +100°C

 -20°C ÷ +80°C

Set Point range 

 -10°C ÷ + 50°C 

 -10°C ÷ + 50°C 

Hysteresis Range 

1°C ÷ 10°C

1°C ÷ 10°C

Accurancy

+/- 1°C

+/- 1°C

CLIP NTC10K
cod. 42000020

NTC10K
cod. 42000010

NTC10K
cod. 42000050Pt100

cod. 41000050

Pt100
cod. 41SRN001

Pt100
cod. 41SRR000
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